SOLSTICE® 454A
(R-454A)

P-T CHART

SOLSTICE 454A P-T CHART SOLSTICE 454A P-T CHART
PRESSURE o BUBBLE PRESSURE o BUBBLE
(PSIG) VAPOR TEMP °F TEMP °F (PSIG) VAPOR TEMP °F TEMP °F
0 -54.1] -43.9 145 63.6 73.4
5 -42.9 -32.6 150 65.6 75.4
10 -33.8 -23.5 155 67.6 773
15 -26.0 -15.7 160 69.5 79.2
20 -19.1 -8.8 165 7.4 8l.1
22 -16.6 -6.3 170 73.3 82.9
24 -14.2 -3.8 175 75.1 84.7
26 -11.8 -1.5 180 76.9 86.4
28 -9.6 0.7 185 78.6 88.1
30 -74 2.9 190 80.4 89.8
32 -5.3 5.0 195 821 91.6
34 -3.3 7.0 200 83.7 931
36 -1.4 9.0 205 85.3 94.7
38 0.6 10.9 210 86.9 96.2
40 24 12.7 215 88.5 97.8
42 4.2 14.5 220 90.1 99.3
44 6.0 16.2 230 931 102.2
46 7.7 17.9 240 96.1 105.1
48 9.3 19.6 250 98.9 107.9
50 10.9 21.2 260 101.7 110.5
55| 14.8 251 270 104.4 113.2
60 18.5 28.8 280 1071 115.7
70 254 35.6 290 109.6 118.2
80 31.7 41.8 300 112.1 120.6
90 375 476 310 14.6 122.9
100 42.9 53.0 320 117.0 125.2
105 455 555 330 19.4 1275
110 48.0 58.0 340 121.7 129.7
115 50.4 60.4 350 123.9 131.8
120 52.7 62.7 360 126.1 133.9
125 55.0 64.9 370 128.3 136.0
130 57.3 671 380 130.4 138.0
135 59.4 69.3 390 132.5 139.9
140 61.5 7.4 400 134.6 141.8
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PRESSURE AND ENTHALPY

All statements and information provided herein are believed to be accurate and reliable, but are presented without
guarantee, warranty or responsibility of any kind, express or implied. Statements or suggestions concerning possible use
® of our products are made without representation or warranty that any such use is free of patent infringement, and are
(%ECSOEMO[TI:IHET]E[“UESQ&E not recommendations to infringe any patent. The user should not assume that all safety measures are indicated herein,

or that other measures may not be required. User assumes all liability for use of the information and results obtained.
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